
THE  WALDEN ARCHITECTURAL COMMITTEE


APPENDIX  “A”

Approved Roofing Products
1.
MANUFACTURER





Clarke Group





P.O. Box 515





Sumas, WA   96296


PRODUCT





Hand split and re-sawn Cedar Shakes





24 x ¾" or ½" Heavy Pressure Treated Cedar Plus CCA


COLOR





Natural

2.
MANUFACTURER





CertainTeed





750 E. Swedesford Road





P.O. Box 860





Valley Forge, PA  19482


PRODUCT





Presidential TL - Class A Fiber Glass Shingle






8” exposure, Triple laminate, 480#/square








or





Landmark Ultimate TL - Luxury Shingle, 300#/square






(with or without AR)


COLORS





Autumn Blend, Aged Bark, Weathered Wood

3.
MANUFACTURER





GAF





P.O. Box 228




401 Weavertown Road




Myerstown, PA 17067





(717) 866-8392 


PRODUCT





Timberline Ultra HD Asphalt Shingles, 300#/sq. min.
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APPENDIX  “A”  -  Approved Roofing Products   (Continued)

4.
MANUFACTURER

Metro Roof Products






3093 “A” Industry Street






Oceanside, CA 92054


PRODUCT

MetroShake II Classic


MATERIAL

Stone-coated zinc/aluminum alloy coated steel roofing panels






INSTALLATION
Installation shall conform to Chapter 9 of the 2003 International 




Residential Building Code or later Code adopted by the City of 




Aurora.  Existing roof shingles or shakes shall be removed. 





Accessory materials must be installed in strict accordance with the 




manufacturer's installation instructions, by a manufacturer 





approved roofing contractor.  Rake edges shall be folded without 




an external edge cap.  Ridge caps shall be stepped and vented.  




Valleys shall be an “open” configuration with a total gap of 





approximately 6 inches. 






COLOR

Weathered Timber or Walden Wood

5.
MANUFACTURER

Gerard Roofing Technologies, Inc.






1100 Chase Road, Suite 100






Mesquite, TX  75149


PRODUCT

Canyon Shake Roofing


MATERIAL

Stone-coated zinc/aluminum alloy coated steel roofing panels


INSTALLATION
Installation shall conform to Chapter 9 of the 2003 International 




Residential Building Code or later Code adopted by the City of 




Aurora.  Existing roof shingles or shakes shall be removed. 





Accessory materials must be installed in strict accordance with the 




manufacturer's installation instructions, by a manufacturer 





approved roofing contractor.  Rake edges shall be folded without 




an external edge cap.  Ridge caps shall be stepped and vented. 




Valleys shall be an “open” configuration with a total gap of 





approximately 6 inches.


COLOR

Timberwood or Walden Wood
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